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A RICHIESTA / OPTIONAL

INCLUSO / INCLUDED

APPARECCHIO AUTOMATICO DI LAVAGGIO IMPIANTI A/C 
E REFRIGERAZIONE CON STAMPANTE

> A: EASY FLUSH PRO esegue in automatico vari passaggi di 

lavaggio a ricircolo (diretto e inverso) con recupero e asciugatura 

finale

> Pompa da 5,5 lt/min di portata, Serbatoio da 20lt

> A: Software multilingua interattivo. Lingue disponibili:

IT/EN/HR/CZ/DK/D/F/PL/PT/RO/RU/SK/SL/ES/SW/HU

> B: Ogiva di controllo qualità del prodotto di lavaggio

> C: Stampa dati finale

> D Connessione posteriore a ingresso aria compressa essiccata o 

azoto (Max 5bar in ingresso)

> E: Alimentazione 220V

> F: Corredo adattatori (per impianti clima e refrigerazione) inclusi

> G: 10 Lt Alpha Flush (liquido di lavaggio) inclusi

(per riordini: cod. 01.000.251. Alpha Flush, 10 lt)

> Dimensioni: 59x46,5x100 cm

> Peso: 45Kg

AUTOMATIC DEVICE WITH PRINTER FOR WASHING A/C 

AND HVAC SYSTEMS

> A: EASY FLUSH PRO automatically performs several recirculating 

washing steps (direct and reverse) with final recovery and drying

> 5,5 lt/min flow pump, 20lt tank

> A: Interactive multi-language software. Available languages: IT/EN/

HR/CZ/DK/D/F/PL/PT/RO/RU/SK/SL/ES/SW/HU

> B: Quality control of the washing product through a glass ogive

> C: Final data printing

> D: Rear connection to dried compressed air or nitrogen (Max 5bar 

inlet)

> E: 220V power supply

> F: Selection of included adapters (for A/C and refrigeration systems

> G: 10 Lt Alpha Flush (washing liquid) included

(for orders: code 01.000.251. Alpha Flush, 10 lt)

> Dimensions: 59x46,5x100 cm

> Weight: 45Kg

Cod. 01.000.188
>Kit bombola di azoto-idrogeno N2H2 (95%/5%)
950cc con il riduttore di pressione

>Kit Nitrogen-Hydrogen N2H2 Cylinder (95%/5%)
950cc with pressure reducer
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